
CONTROLER YRC1000 

Dimensions 598 x 490 x 427 mm 

Weight 70 kg 

Protection class IP54 

Cooling system Indirect 

Ambient temperature 
During operation: 0°C - 45°C 

During storage: -10°C - 60°C 

Relative humidity 90% 

Power supply Three phase 380-440 VAC (+10%, -15%), 50/60 Hz (±2%) 

Digital I/O 
Specialized signals: 19 inputs i 6 outputs  

General signals: 40 inputs i 40 outputs 

Programming capacity 
JOB: 200 000 steps, 10 000 instructions 

CIO ladder: 20 000 steps 

Expansion slots 2 x PCIe ili 2 x PCI ili 1 x PCI/1 x PCIe 

LAN 2 (10BASE-T/100BASE-TX) 

Interface RS-232C/RS422: 1 ch 

Language INFORM III 

 

PROGRAMMING PENDANT 

Dimensions 152 x 299 x 53 mm 

Weight 0.73 kg 

Material Reinforced plastics 

Operation device Select keys, axis keys, numerical/application 

keys, mode selector switch with keys 

(mode: teach, play, and remote), emergency 

stop button, enable switch, SD card interface 

device, USB port (1 port) 

Display 5,7“ color LCD  

Touch panel 640 x 480 pixels 

IEC protection class IP54 

 


