
YASKAWA MOTOMAN HC10DT 

Specification Value 

Maximum load capacity 10 kg 

Repeatability ± 0.1 mm 

Controlled axis 6 

Max. working range R 1379 mm 

Effective range 
Horizontal: 1200 mm 

Vertical:2400 mm 

I/O  
Ethernet/IP, DeviceNet, Profibus, Profinet, 

CC-Link 

Air supply and exhaust 
2 tubes (internal diameter 2.5 mm); Max. 

pressure: 490 kPa (5 kgf/cm2 or less) 

Max. linear speed (TCP) 
Non collaborative: 2000 mm/s 

Collaborative: 1000 mm/s 

I/O cabel 
0,1 mm2 x 8 conductors; Max. current 

strength: 1.5 A or less by each conductor 

Ethernet cabel Cat. 6 

Voltage 

YRC1000 – three phase 380-480 VAC 

50/60 Hz 

YRC1000micro – one phase 200-230 VAC 

50/60 Hz or three phase 200-220 VAC 

50/60 Hz 

Weight 58 kg 

Effective weight 47.4 kg 

IP classification IP67 (all axis) 

Temperature 0-40 °C 

Humidity 20-80% 



METABO FME 737 SPINDLE 

Model FME 737 

Dimensions 254 x 80 x 70 mm 

Max. speed 13000 - 34000 min-1 

Weight 1.4 kg 

Cable length 4 m 

Operating voltage 230 V 

Chuck size  8 mm 

Cooling None 

Material Aluminium/plastic 

Application Milling 

 

ROBOT AXIS 

Axis Max. range Max. speed Torque Intertia 

S ±210 130 °/sec - - 

L ±180 130 °/sec - - 

U ±290 180 °/sec - - 

R ±210 180 °/sec 27.4 Nm 0.8 

B ±180 250 °/sec 27.4 Nm 0.78 

T ±210 250 °/sec 9.8 Nm 0.1 

 

 

 


